
Simple Installation Guide for DIY GSM Repeater 
 
Please follow these step by step instructions for best system performance 
 
 

1. Ensure that the GSM signal outside of the building is sufficiently strong, 4-5 
bars. 

 
2. Mount the Outdoor Mini Panel Antenna on the roof or any other elevated 

position outside of the building.  (It is helpful to aim the panel antenna in the 
direction the GSM signal is coming from)  Pls note:  the mini outdoor panel 
antenna is a directional antenna. 

 
3. Run the10 metre coax cable into the building.  Be aware not to bend the cable 

too sharply to avoid damage to it (min radius of curvature is 5 cm).  Be aware 
to position the cable in such a manner so that water cannot enter the outdoor 
antenna or into the cable.  It is helpful to make a small loop with the cable to 
prevent water from seeping in via the cable. 

 
4. Mount the Repeater Unit on wall inside the building or on any shelf with good 

ventilation, away from hot places.  Connect the Mini Outdoor Panel Antenna 
(DONOR) with  10 metre coax cable to the “INPUT” port of the Repeater 
Unit.  It is a good idea to position the repeater near to an AC power point. 

 
5. Connect the indoor  Whip antenna (SERVER) to the Repeater Unit’s 

“OUTPUT” port 
 

6. Connect the AC/DC adaptor to the Repeater Unit ‘s “DC In” port and to the 
AC Power point 

 
7. Once installation is completed.  Switch on the power 

 
8. The Repeater’s Power Light will light up (Green), followed by the Alarm 

Indicator.  When the Alarm Indicator light is Green it means satisfactory 
operation.  If the Alarm Indicator light is Orange, it means Excellent.  If the 
Alarm Indicator light is RED, it means problem, you may need to re-position 
the outdoor or the indoor antennas.  It is important that the antennas are facing 
AWAY from each other.  It is important the outdoor antenna is placed 
sufficiently higher (3-5 mtr) than the indoor antenna.  Please consult with the 
supplier if the Alarm indicator light continued to be RED after you had made 
adjustments. 

 
9. Once the Repeater Unit is turned on, and if the Alarm Indicator light is either 

GREEN or ORANGE, you should be immediately start getting good reception 
on our mobile phone inside the building. 

 



10. Please note that this repeater system was designed for small home/office applications 
up to 100-200 square meters in area. Any internal walls made of brick, concrete or 
with metal parts, reception can reduce the internal coverage area. 

 
11. For any assistance, please call Amberon Sdn Bhd at +603 55196800 or Email 

us at amberon@tm.net.my 

 
Diagram showing a typical Repeater Installation       
 

 


